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Abstract: Methods for obtaining combinatorial and array-based data as a function of temperature are needed
in the chemical and biological sciences. It is presently quite difficult to employ temperature as a variable
using standard wellplate formats simply because it is very inconvenient to keep each well at a distinct
temperature. In microfluidics, however, the situation is very different due to the short length scales involved.
In this article, it is shown how a simple linear temperature gradient can be generated across dozens of
parallel microfluidic channels simultaneously. This result is exploited to rapidly obtain activation energies
from catalytic reactions, melting point transitions from lipid membranes, and fluorescence quantum yield
curves from semiconductor nanocrystal probes as a function of temperature. The methods developed here
could quite easily be extended to protein crystallization, phase diagram measurements, chemical reaction
optimization, or multivariable experiments.

Introduction

The advent of parallel data acquisition and combinatorial
techniques1 has greatly expanded the experimental approaches
employed in the biological and chemical sciences. Examples
range from assays for genomics,2 proteomics,3 and small
molecule screening4 to materials synthesis5 and catalyst opti-
mization.6,7 Typical strategies rely on arraying many compounds
on a two-dimensional grid such as a DNA chip or a multiwell
plate. Variables such as buffer conditions, chemical composition,
and concentration can be easily controlled in a predetermined
fashion at each address. Applying the additional variable of
temperature to the combinatorial toolbox would be of great
interest to all the fields mentioned above. Indeed, rapid
optimization of chemical and biochemical synthesis as a function
of temperature as well as the determination of phase transition
temperatures and activation energies from single experiments
could be directly incorporated into almost any high throughput
strategy. Unfortunately, there are few methodologies now
available for achieving these goals.8-10 In fact, presently only
a few distinct temperature measurements can be made in

wellplate formats by placing bulky independent temperature
controllers under each segment.11

Herein we describe a very general approach using micro-
fluidics12-14 to generate a linear temperature gradient across a
series of samples that can be quickly read off as a function of
position. The principle we adopt for designing linear temperature
control into an on-chip device15 rests on the simple solution to
the Fourier heat diffusion equation16 when heat flow is restricted
to one direction along a two-dimensional planar surface (eq 1).

Here, T is temperature,x is the position variable along the
direction of heat transfer, andk is the thermal conductivity of
the medium in which the heat is flowing. If a hot reservoir and
a cold sink are separated by a straight wall of thicknessL within
the plane, then eq 1 can be doubly integrated to show that the
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temperature inside the wall varies linearly between the two
interfaces (eq 2).

whereTcold is the temperature of the cold interface, andThot is
the temperature of the hot interface (Figure 1). Although it is
rather difficult to take practical advantage of this in the
macroscopic world, the situation becomes much simpler inside
a microfluidic device where heat exchange with the third
dimension becomes negligible over the short length scales
involved.

Results

By branching a single microchannel into a series,17 simulta-
neous measurements at different temperatures of otherwise
chemically identical systems can be made as a simple function
of position (Figure 2a). A plot of temperature versus position
demonstrates the linearity of this device (Figure 2b).

Fluorescence Quantum Yield of Semiconductor Nano-
crystals.Soluble derivatives of semiconductor nanocrystals are
receiving increasing attention because of their potential use as
very bright, versatile fluorescent probes in biological sys-
tems.18,19 One notable physical characteristic of these particles
is their highly temperature-dependent fluorescence quantum
yield.20-22 Figure 3 shows the relative fluorescence yield of 8
nm diameter CdSe nanocrystals23 arrayed into 36 parallel
channels with a temperature gradient from 10 to 80°C. The

quantum yield varied by nearly an order of magnitude over this
range and was somewhat nonlinear. On the other hand, an
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Figure 1. Illustration of the concept of a linear temperature gradient
microfluidic system. The array of microfluidic channels sits between a hot
source on the left and a cold sink on the right.qx designates the direction
of heat flow. The temperature varies linearly between the parallel heat source
and sink where the portion of the device containing the linear array of
microchannels is situated. Inside the heat source and sink the temperature
gradient is nonlinear as heat is added and carried away, respectively.

T(x) ) Tcold + (Thot - Tcold)x/L (2)

Figure 2. (a) Schematic diagram of a device with an on-chip linear
temperature gradient. (b) A plot of temperature vs position of the temperature
gradient device.

Figure 3. A plot of fluorescence data of cadmium selenide nanocrystals
in a pH 7.3, 10 mM phosphate buffer solution arrayed over a temperature
gradient from 10 to 80°C. The particles were excited at 470 nm, and
emission was measured at 540 nm. The data were taken with an Eclipse
800 fluorescence microscope (Nikon). The variation in temperature across
each of the 36 microchannels (cross section for each channel: 80µm × 7
µm) was less than 1.2°C per microchannel. The upper right-hand inset is
the fluorescence image of this experiment. The lower left inset is a plot of
data for the identical experiment run over a temperature range from 31.8
to 35.5°C. The same temperature dependence was noted when channels as
big as 250× 7 µm and as small as 20× 7 µm were used.

Microfluidics with a Linear Temperature Gradient A R T I C L E S

J. AM. CHEM. SOC. 9 VOL. 124, NO. 16, 2002 4433



approximately linear dependence was observed when the
experiment was performed over a sufficiently small range
(Figure 3, lower left inset). In this case, the experiment was
performed with a temperature gradient from 31.8 to 35.5°C, a
separation of roughly 0.1°C per data point. Obtaining data from
even shallower temperature gradients should be possible so long
as the heating and cooling elements employed are sufficiently
stabilized against thermal drift.

Phase Transition Measurement in a Phospholipid Mem-
brane. The ability to determine a phase transition temperature
was demonstrated by measuring the main gel to liquid crystalline
phase transition temperature for planar supported DPPC bilayers.
The lipid membranes consisted of 99 mol % DPPC, a zwitter-
ionic phospholipid with two 16-carbon chains, and 1 mol % of
a fluorophore conjugated lipid, NBD-DPPE. Lipid bilayers were
coated on the inside walls and floors of an array of 14 micro-
channels by the vesicle fusion method.24 The channels were
situated in a temperature gradient from 22 to 51°C, and a line
was then bleached simultaneously across the channels at time
t ) 0. Because lipid bilayers are liquid crystals, the individual
molecular components were constantly mixing in two dimen-
sions in the fluid phase, but mixing far more slowly in the gel
phase. As a consequence, photooxidized NBD probes in the
photobleached regions were replaced at different rates by fresh
probes from the surrounding bilayer regions in the gel and liquid
crystalline phases. This caused varying rates of fluorescence
recovery in the initially darkened regions in each channel (inset,
Figure 4). The percentage of recovery of each region after 1379
s is plotted on the main curve in Figure 4. While little more
than 20% recovery was achieved by this point in time when
the temperature was below 32°C, the value approached 100%
above 45°C.25 The midpoint of the phase transition was near
37 °C, in agreement with literature values.26,27

Activation Energy of a Phosphatase Enzyme.The Arrhe-
nius equation can be used to determine the activation energy,
Ea, for a chemical or biochemical reaction (eq 3):

where k is now the rate constant of the reaction,A is a
preexponential factor,T is the temperature, andR ) 8.314
J/K mol is the gas constant. By running the reaction at several
different temperatures and plotting lnk versus 1/T, one finds a
line with a slope of-Ea/R and itsy-intercept at lnA. Here we
determinedEa for the dephosphorylation of the nonfluorescent
substrate, 4-methylumbelliferyl phosphate, to the highly fluo-
rescent product, 7-hydroxy-4-methylcoumarin. The dephospho-
rylation was carried out by the enzyme, alkaline phosphatase,
which was immobilized on the walls and floors of the phos-
pholipid bilayer coated microchannels by covalently linking it
to the protein streptavidin and presenting 3 mol % biotinylated
lipids28 in the membrane. Substrate was infused into the linear
array of microchannels, mechanical valves29,30at both ends were
then shut, and the rate of product formation was directly
monitored by fluorescence microscopy. Figure 5 shows the
results for a temperature gradient from 9 to 38°C in 14 separate
channels. The apparent activation energy of the reaction in this
case was 38 kJ/mol, which is in good agreement with dephos-
phorylation rates of similar substrates.31,32

Discussion

In the examples presented above, data aquisition times were
cut down by at least one order of maganitude in comparison

(24) Yang, T.; Jung, S. Y.; Mao, H.; Cremer, P. S.Anal. Chem.2001, 73, 165-
169.

(25) It should be noted that the fluorescence yield of NBD fluorophores varies
somewhat as a function of temperature. The percent recovery, therefore, is
plotted as a fraction of the total fluorescence obtained in each region before
photobleaching.

(26) Tamm, L. K.; McConnell, H. M.Biophys. J.1985, 47, 105-113.
(27) Yang, J.; Appleyard, J.J. Phys. Chem. B2000, 104, 8097-8100.
(28) Biotin is a small molecule ligand, which binds very tightly to the 66 k

dalton protein, streptavidin.
(29) Mao, H.; Yang, T.; Cremer, P. S.Anal. Chem.2002, 74, 379-385.
(30) Unger, M. A.; Chou, H. P.; Thorsen, T.; Scherer, A.; Quake, S. R.Science

2000, 288, 113-116.
(31) Craig, D. B.; Arriaga, E. A.; Wong, J. C. Y.; Lu, H.; Dovichi, N. J.J. Am.

Chem. Soc.1996, 118, 5245-5253.
(32) Goodwin, M. G.; Avezoux, A.; Dales, S. L.; Anthony, C.Biochem. J.1996,

319, 839-842.

Figure 4. Plot of the percent recovery of fluorescence in a lipid bilayer
after 1379 s for 14 parallel regions held at different temperatures using the
fluorescence recovery after photobleaching technique. The inset shows the
recovery curves as a function of time. The line fits shown for this data are
to single exponentials.

Figure 5. An Arrhenius plot of the dephosphorylation of 4-methylumbel-
liferyl phosphate to 7-hydroxy-4-methylcoumarin catalyzed by alkaline
phosphatase immobilized in an array of 14 microchannels. The initial
concentration of the substrate was 3.41 mM in a pH 9.8 sodium carbonate
buffer with a total ionic strength of 150 mM. The inset shows the reaction
curves which were fitted by single exponentials of the formF ) F0 + b(1
- e-kt) to obtain the values ofk.

ln k ) ln A -
Ea

RT
(3)
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with corresponding sequential measurements. Furthermore, the
simple methodology laid out here for generating linear temper-
ature gradients inside microfluidic devices should afford new
opportunities to exploit combinatorial stratagies in a wide variety
of systems. One simple example would be to exploit linear
temperature gradients for one-shot measurements of DNA
melting curves. More sophisticated devices for multivariable
studies of protein crystallization could be envisioned using a
series of valves to create sealed wells. In this case, temperature
could be varied along one direction, while concentration or pH
is varied along another. This would enable hundreds or even
thousands of protein solutions to be monitored simultaneously
with very rapid sample setup and only minimal material
requirements. Obtaining large data sets for phase transitions
should make it possible to construct phase diagrams from a
single measurement. In addition, adding temperature as a
variable to combinatorial methodologies should open up new
vistas in materials science such as the rapid testing of novel
physical properties or in the field of multiplexed sensor arrays33

for developing electronic noses and tongues.

Experimental Section

Materials. Phospholipid vesicles were formed from mixtures of 1,2-
dilauroyl-sn-glycero-3-phosphocholine (DLPC) andN-Biotinyl-Cap-
PE (16:0) in the enzyme reactions as well as 1,2-dipalmitoyl-sn-glycero-
3-phosphocholine (DPPC) and 1,2-dipalmitoyl-sn-glycero-3-phospho-
ethanolamine-N-(7-nitro-2-1,3-benzoxadiazol-4-yl) (NBD-DPPE) in the
phase transistion measurements (Avanti Polar Lipids, Inc, Alabaster,
AL). Streptavidin-conjugated alkaline phosphatase (1:1 stoichiometry)
and 4-methylumbelliferyl phosphate were purchased from Molecular
Probes (Eugene, OR). Cleaning solution (7X) came from ICN Bio-
medicals, Inc. Photoresist Microposit S 1813 and Microposit Developer
were purchased from Shipley Co. (Marlborough, MA). Brass tubes came
from K & S Engineering (Chicago, IL), and syringe needles came from
Becton Dickinson & Co. (Franklin Lakes, NJ).

Preparation of Small Unilamellar Vesicles.SUVs formed from
phospholipids, fluorescently labeled phospholipids, and biotinylated
phospholipid mixtures were prepared using the Barenholz method.34

Briefly, lipids dissolved in chloroform were mixed together to the
desired mole ratio. The solvent was evaporated in a stream of dry
nitrogen followed by vacuum evaporation for an additional 4 h. The
dried lipids were reconstituted in phosphate buffer (pH 7.4, ionic
strength 150 mM) and sonicated with a titanium tip to form SUV
solutions. The samples were centrifuged at 38 000 rpm (94 500g) for
30 min, and then the supernatant was centrifuged again at 52 000 rpm
(176 900g) for 3 h using a Beckman Ultracentrifuge L7 with a Ti-75
rotor.

Fabrication of a Linear Temperature Gradient Device.The device
(Figure 2a) used in these experiments was formed by soft lithographic
techniques.35 First, poly(dimethylsiloxane) (PDMS) (Dow Corning
Sylgard Silicone Elastomer-184, Krayden, Inc.) channels were formed
by replica molding on a photoresist patterned surface onto which two
1/16-inch wide hollow square brass tubes had been laid in parallel and
raised on 200µm thick stints. The PDMS surface was then rendered
hydrophilic by oxygen plasma treatment (PDC-32G plasma cleaner,
Harrick Scientific, Ossining, NY) and bonded to a glass coverslip. Glass
coverslips, which served as floors of the microchannels, were cleaned
in hot surfactant solution (ICN×7 detergent, Costa Mesa, CA), rinsed
at least 20 times in purified water from a NANOpure Ultrapure Water
System, and then baked in a kiln at 400°C for 4 h before use. Sample
materials in aqueous solution were flowed in through the inlet port
using a Harvard PHD 2000 syringe pump (Harvard Apparatus,
Holliston, MA), while hot and cold fluids were introduced through the
brass tubing using standard waterbath circulators (Fisher Scientific,
Pittsburgh, PA).

The temperature gradient in Figure 2b was determined in a
microfluidic device with eight channels lying between the parallel
heating and cooling tubes, which were separated by 12.6 mm. Using a
syringe needle, 10 holes were drilled above the eight channels and two
metal tubes. The holes were formed in a line perpendicular to the brass
tubes. A thermocouple (Omega Engineering, Inc., Stamford, CT) was
used to probe the temperature at each location from which a plot of
temperature versus position was made. In subsequent devices, temper-
ature measurements were made only over the two brass tubes and
interpolated for the intervening channels.

A temperature distribution from 8 to 80°C is shown in Figure 2b.
It should be noted that the viscosity of water is about a factor of 4
greater at 8°C than it is at 80°C. This means that the flow rate through
the hottest channel was roughly 4 times faster than that through the
coldest channel. Since steady state temperatures are achieved extremely
rapidly in microfluidic systems due to their very low heat capacity,
this had no noticeable effect on the linear temperature distribution.36
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